Electric Field Strength
at 1 kmradius
millivolts per meter - mV/m
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Facility 1D: 70771 226

Application ID: 314193
CDBS Antenna System |D: 22728

Azi mut h Et heo ESt d

0 1297. 05 1362. 30

5 1296. 98 1362. 23
10 1297. 57 1362. 85
15 1298. 68 1364. 02
20 1300. 05 1365. 46
25 1301. 29 1366. 76
30 1301. 88 1367. 37
35 1301. 21 1366. 67
40 1298. 61 1363. 94
45 1293. 36 1358. 43
50 1284. 73 1349. 37
55 1272. 02 1336. 03
60 1254. 58 1317.73
65 1231. 88 1293. 90
70 1203. 50 1264. 11
75 1169. 18 1228. 09
80 1128. 85 1185. 76
85 1082. 63 1137. 25
90 1030. 84 1082. 89
95 973. 99 1023. 23
100 912.76 958. 97
105 847.99 891.01
110 780. 64 820. 35
115 711.77 748. 10
120 642. 47 675. 41
125 573. 84 603. 45
130 506. 98 533. 36
135 442.90 466. 23
140 382. 57 403. 07
145 326. 83 344.78
150 276. 45 292.16
155 232. 05 245. 90
160 194. 17 206. 56
165 163. 22 174. 57
170 139. 55 150. 24
175 123. 38 133.73
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Theoretical pattern RMS: 957.56

15 Azi muth  Eipeg Estd Baug
180 114. 86 125. 09 161. 79
- - 185 114. 09 124. 31 161. 31
The theoretical pattern is used to create the 190 121. 06 131. 37 165. 75
i i 195 135. 71 146. 31 175. 76
standard pattern. Aqgmentgt'lons'(lf any) expand 300 12785 169 83 163 43
the standard pattern n SpeCIerd directions. See 205 187. 41 199. 56 216. 76
Sections 73.150 and 73.152 of the FCC’'s Rules. 210 223.94 237. 47 249. 26
215 267. 07 282. 38 289. 87
. 220 316. 31 333.78 338. 10
AM coverage may not mirror the pattern shown 225 371. 03 390. 99 393 17
here. Additional factors such as ground 230 430. 51 453. 25 454.11
conductivity or skywave propagation affect how %28 ggg % g%g gg gﬁa gg
far the AM signal will travel. 245 628. 65 660. 92 660. 92
250 697. 91 733. 56 733. 56
Patterns for stations outside the USA are based on %28 522; 28 g%’?; 82 8933 82
notified parameters. 265 900. 06 945, 64 945. 64
e mE g e
AM directional patterns created before 1982 used 280 1072. 71 1126. 83 1126. 83
units of 1 mV/m at 1 mile, not one kilometer. The 285  1120.07 1176. 55 1177.03
pattern values on such plotsat 1 mile will be %gg ﬂg% ?g %%%9 ﬁ %%%% 83
0.62137 of the values listed here. Measured 300 1226. 67 1288. 43 1294. 24
305 1250. 48 1313. 42 1321. 30
pattern values may vary from values shown here. 310 1588 93 1335 76 1345 36
. . 315 1282. 54 1347. 07 1357. 74
Plot is best printed on 11" by 17" or larger paper. 320 1291.93 1356. 93 1367. 94
325 1297. 79 1363. 09 1373. 63
330 1300. 87 1366. 31 1375. 65
335 1301. 86 1367. 36 1374. 92
02 Nov 2005 340 1301.48 1366. 95 1372. 43
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